
 

 

S I L E X P S I

S I L E X P S J

S I L E X P S F

SILEX
V E R S I O N S

T E C H N O L O G I E S

 B O L L É  S A F E T Y   I N D U S T R I A L

  F L E X  1 6 0 °  T E M P L E S  T O  A D A P T  T O  A L L 
H E A D S  A N D  R E D U C E  P R E S S U R E  P O I N T S  

  N O  M E T A L  P A R T S  

  S P O R T Y  D E S I G N  

Simplicity & 
verSatility
FLEX 160° technology that fits every face perfectly, flexible bi-material temples and 

absolute support without pressure points. SILEX has a panoramic vision, an ultra-wraparound 

protection, lenses with a refined design and coloured temples by Bollé Safety. No compromise 

on performance, comfort, style and affordability, SILEX is suitable for all industries: 

construction, Automóvil, mining, production line.

 30 G

NON-CONTRACTUAL PICTURES / 

CERTIFIED  
FOR EXPLOSIVE 
ATMOSPHERES

ATEX IIA, IIB, IIC, IIIA, IIIB, IIIC,  
AREA 1,2,20,21,22

     
AVAILABLE IN ECO-PACK



Europe Headquarters
34 rue de la Soie
69100 Villeurbanne
France
P : 00 33 (0) 4 78 85 23 64

USA Office
2810 Caribou Court, Suite 160
Carlsbad, CA 92010
United States of America
P : 800 222 6553

U.K. & Ireland
Unit C83 - Barwell Business Park 
Leatherhead Road - Chessington
Surrey - KT9 2NY - UK
P : 00 44 (0)208 391 4700

Asia-Pacific Office
32-40 Fairchild Street 
Heatherton VIC 3202
Australia
P : 1300 138 098

b o l l e - s a f e t y . c o m

M A D E  I N :  TW D A T A S H E E T :  03-22-2022

POLYCARBONATE - 2. 2 MM

9 - VERY CURVED NYLON POLYESTER - 160MM

UNIVERSAL STRAPPC/TPR - RIMLESS

L E N S F O A M

C U R V E S T R A P

O P T I O N A LF R A M E

G E N E R A L  S P E C I F I C A T I O N S

C L E A N I N G :  The lenses should be cleaned regularly. Bollé Safety recommends only 
using the B-clean lens cleaning system.

M A I N T E N A N C E :  Pitted, scratched or damaged lenses must be replaced by replacing 
the complete product. If the frame is damaged also replace the complete product. After 
each use it is recommended to keep the spectacles or goggles in a microfiber pouch or 
rigid case.

S T O R A G E :  All products must be stored in a dry and clean environment.

 C L E A N I N G  &  S T O R A G E

S I L E X

USE VERSION REFERENCE LENS MARKING FRAME MARKING COATING STANDARD

 SILEXPSI 2C-1.2  1 FT  EN166 FT   EN166 - EN170

 SILEXPSJ 2C-1.2  1 FT  EN166 FT   EN166 - EN170

 SILEXPSF 5-3.1  1 FT  EN166 FT   EN166 - EN172

BOLLÉ SAFETY PRODUCT APPROVAL CERTIFICATES TO    STANDARDS WILL BE SENT ON REQUEST. 

P A C K A G I N G  &  E A N 1 3  C O D E

SINGLE:
Size: 28.5 x 11 x 5 mm

INNER BOX: 
Size: 24x18x9 cm 
Weight: 0.54 kg

OUTER PACK:
Size: 60 x 50 x 37 cm 

Weight: 14.46 kg

3660740008918 3660740108915  - 10 pcs 3660740208912  - 240 pcs

3660740009519 3660740109516  - 10 pcs 3660740209513  - 240 pcs

3660740008925 3660740108922  - 10 pcs 3660740208929  - 240 pcs

CUSTOM CODE: 9004901000

 B O L L É  S A F E T Y   I N D U S T R I A L

K N O W  M O R E 
A B O U T 

M A R K I N G S :

O R  S C A N :

UNIVERSAL STRAPPSPUNISS01 3660740011970 3660740111977 3660740211974

DESCRIPTIONREFERENCE SINGLE INNER BOX OUTER PACK

O P T I O N A L  A C C E S S O R I E S
CERTIFIED  
FOR EXPLOSIVE 
ATMOSPHERES

ATEX IIA, IIB, IIC, IIIA, IIIB, IIIC,  
AREA 1,2,20,21,22

   AVAILABLE IN ECO-PACK

https://flowcode.com/p/cYzxrEb4A

	Bouton 31: 


